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Monochrome video monitor 

PVM-122 


High horizontal resolution of 1000 TV lines 
12" monochrome video monitor with under scan, 
sound monitoring, DC clamp capabilities 






Features 


• Horizontal resolution of 1000 TV lines • Built-in speaker for audio monitoring 

• Dual inputs (both video and audio) • An external sync acceptable 

• Scanning mode selectable (NORMAL/UNDER) • DC clamp circuitry 



Specifications 


Syitam 

Et A 525 NnestiQ Holds 

Rower requirements 

AC 129V. SD.'&DHz 

Pow&r COrtSumptldfi 

37 W irnax.i. 32V p v leverage! 

Dimension* 

Approx. 302|W| x 305(H) k 336mm-:D) \U f n * 12 x 13' A ' : 

Weight 

AppctM-W kg (21 lb 10 G2) 

Picture tube 

3 1 .9cm | t2 ’ | vi si b le p id u re size 29.5cm |d .5 ‘ ,i. 
measured diagonally* 90* deflection 

Hor-?on1si resolution 

10Q0 TV lines at center 

Horizontal llnaarhy 

U&ss lhan 7 % (normal) 

tfertical linearity 

Less than 7% (normal) 

Unoor scan 

Approx. 5% 

Frequency response 

- 3dB at BtfHz 

Opwallng temperature 

-1CT-C to WCfWFlo 1.22 a F) 

Video Inputs 

IVp-p ~5dB. sync negative, with 75-Ohm terminator 
non-com posiifl video acceptable, BNC connectors 

Idolh LINE AaB'i 

Aucflo inputs 

— -Fid R. high impedarce minijacks, sColh UNE AfiBi 

External sync in put 

2-svp p negative. with 75-oFim terminator, BNC connector 

Oolqu!* 

Loop-1 hf&ugh ENG connectors and minijacks 

Audio powa* output 

tW (max.), builMn speaker 

Supplied accessory 

Number plates (5) 


Design and specifications subject to change without notice. 
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